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TECHNICAL CHARACTERISTICS
Type: Wall fixture
IP Protection degrees: P54
IK Protection degrees: IKO6
Lampholder: 1xG9
Power (W): G9 MAX 60W
Bulb included: 1x G9 33W
Total power consumption (W): 60
Voltage / Frequency: 230V/50-60Hz
Units per box: 6

The photograph may not match the reference Net Weight (Kg): 1.29

exactly. Please read the product description to

identify the finish. EAN: 8435111050415

78 @)=

=
MATERIALS / FINISHES
1 5 Structure material: Injected Diffuser material: Glass
= aluminium
Structure finish: Grey Diffuser finish: Transparent
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Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the (+34) 973 468 100
features of the product. leds-c4@leds-c4.com
Please consult the sales team to clarify any doubt. www.leds-c4.com


http://www.leds-c4.com/es/catalogos/fotometria/05-9129-34-37.html
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Luminaria Ensayo Lampara
Coédigo  05-9129-34-37 Codigo 05-9129-34-37 Caédigo 66660
Nombre Aplique FENIX Hal. 60W G9 conc NombreAplique Fenix Halopin 60W G9 Numero 1
Familia - LEDS-C4 Fecha 25-08-2009 Posicién Universal
Eficiencia 30.44% Sist. de Coorden. C-G Flujo Total 820.00 Im
Valor Maximo 301.44 cd Posicion C=0.00 G=0.00 Asimétrico
150mm x 80mm Semiplanos C
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Crystal clear lens

Aluminio inyectado pintado/

Painted in jected oaluminium

PLANTILLA DE INSTALACION
INSTALLATION TEMPLATE

o 26

< -

A 0.2 w“

' %V N}
i !

N e Z —

NO)

| =%

!

g

~ 145 ||, 52 | _|145

Cristal lupa transparente/
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