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DESCRIPTION

May be flush mounted into the wall. Body produced in injected aluminium, with an AISI 304
surround and a frosted glass diffuser. Light source using GX24d-3 26W fluorescent lamps.
Available in two versions for one or two bulbs (not supplied). Includes BAG electronic
components. Its design with wire outlets on both sides makes it particularly suitable for an
array installation

TECHNICAL CHARACTERISTICS

Type: Ceiling fixture
IP Protection degrees: P66
e esamanto K Protection degrees:
identify the finish. Lampholder: 2 x GX24d3
Power (W): GX24d3 26W
Voltage / Frequency: 230V/50Hz
026 Warranty (Years): 2
! I Units per box: 4
Net Weight (Kg): 3.19
EAN: 8435111076354,00
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MATERIALS / FINISHES

Structure material: Stainless steel Diffuser material: Glass
AlSI304
Injected aluminium

Diffuser finish: Matt

GEAR

Gear included: Yes, Magnetic

Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the (+34) 973 468 100

features of the product.

Please consult the sales team to clarify any doubt.

leds-c4@leds-c4.com
www.leds-c4.com


http://www.leds-c4.com/fm/15-9392-Y4-B8.html
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Luminaria Ensayo Lampara
Codigo  15-9392-Y4-T2 Codigo 15-9392-Y4-T2 Codigo PL-T26W/830/2P
Nombre Downl GEA 2x26W TC-T dif. opal NombreDown GEA 2x26W TC-T dif. opal Numero 2
Familia - LEDS-C4 Fecha 30-07-2009 Posicién Universal
Eficiencia 31.15% Sist. de Coorden. C-G Flujo Total 3600.00 Im
Valor Maximo 142.91 cd/klm Posicion C=0.00 G=0.00 Bisimétrico
Diam=260mm Incasso Semiplanos C
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CRISTAL MATE
ACID MATT GLASS

ACERO INOXIDABLE AlISI 304
| «—— STAINLESS STEEL AISI 304

ALUMINIO INYECTADO
INVECTED ALUMINIUM
—
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AGUJERO PARA EMPOTRAR
FITTING HOLE
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