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IN HOOP BALLONS
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TECHNICAL CHARACTERISTICS

Type: Floor lamp

Adjustable 350º on the vertical axis.

IP Protection degrees: IP20

Lampholder: 1 x E27

Power (W): E27 23

Total power consumption (W): 23

Voltage / Frequency: 220-240V/50-60Hz

Units per box: 1

Net Weight (Kg): 41.805

MATERIALS / FINISHES

Structure material: Steel
Steel

Diffuser material: Methacrylate

Structure finish: Matt white
Chrome

Diffuser finish: Opal

http://www.leds-c4.com/es/catalogos/fotometria/25-0058-BW-M1.html


Luminaire Measurem. Lamp
Code 25-0058-BW-M3 Code 00-4348-21-F9 Code PL ELECT pro23W/827
Name Pie HOOP BALLOONS 23W PL E27 Name Colgante 1x100W incand. E27 Number 1
Line - LEDS-C4 Date 26-02-2010 Position Universal

Efficiency  55.24% Coordinate system CG Total Flux 1500.00 lm

Maximum value 216.29 cd Position C=30.00 G=5.00 Double Symmetrical

Round Luminaire Diam. 375 mm Height 275 mm
Round Luminous Area Diam. 350 mm Height 0 mm

Horizontal Luminous Area 0.096211 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.023276 m2

Symmetry Type Double Symmetrical Maximum Gamma Angle 180
Measurement Distance  5.46 Measurement Flux 1340.00 lm

Operator Asselum Source voltage 230.00 V
Temperature 20.00 °C Source current
Humidity 50.00 % Photocell PRC
Notes

Luminaire Lamps
Line Code Name Flux [lm] Pow. [W] Q.ty
PHILIPS 2005 ILCOS FBT,G,C,FSQ PL ELECT pro23W/827 PL electr pro 23W/827 E27 1500.00  23.00 1

C.I.E. 47   76   92   71   55 D DIN 5040 B31
F UTE 0.39 E + 0.16 T B NBN BZ 5
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