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IN CARRILES
CR-0323-60-00

The photograph may not match the reference
exactly. Please read the product description to
identify the finish.

Download photometric file .ldt /.ies

DESCRIPTION

For recessed mounting

TECHNICAL CHARACTERISTICS

Type: Accessory

Warranty (Years): 2

Units per box: 12

Net Weight (Kg): 0.835

EAN: 8435111072899,00

MATERIALS / FINISHES

Structure material: Extruded aluminium

Structure finish: Black

http://www.leds-c4.com/fm/CR-0323-60-00.html
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 OPTIONAL ACCESORIES
CR-0325-14-00

Mains connector (left)

Structure material: Polypropylene
Structure finish: White

CR-0325-60-00

Mains connector (left)

Structure material: Polypropylene
Structure finish: Black

CR-0326-14-00

Mains connector (right)

Structure material: Polypropylene
Structure finish: White

CR-0326-60-00

Mains connector (right)

Structure material: Polypropylene
Structure finish: White
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CR-0327-14-00

End cap

Structure material: Polypropylene
Structure finish: White

CR-0327-60-00

End cap

Structure material: Polypropylene
Structure finish: Black

CR-0328-14-00

Straight connector

Structure material: Polypropylene
Structure finish: White

CR-0328-60-00

Straight connector

Structure material: Polypropylene
Structure finish: Black



Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the
features of the product.
Please consult the sales team to clarify any doubt.

(+34) 973 468 100
leds-c4@leds-c4.com

www.leds-c4.com

CR-0329-14-00

Adjustable connector

Structure material: Polypropylene
Structure finish: White

CR-0329-60-00

Adjustable connector

Structure material: Polypropylene
Structure finish: Black

CR-0331-14-00

�T� connector left

Structure material: Polypropylene
Structure finish: White

CR-0331-60-00

�T� connector left

Structure material: Polypropylene
Structure finish: Black
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CR-0332-14-00

�T� connector right

Structure material: Polypropylene
Structure finish: White

CR-0332-60-00

�T� connector right

Structure material: Polypropylene
Structure finish: Black

CR-0333-14-00

For direct mounting on false ceilings (4 units/ref)

Structure material: Injected aluminium
Structure finish: White

CR-0333-N3-00

For direct mounting on false ceilings (4 units/ref)

Structure material: Injected aluminium
Structure finish: Grey
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CR-0334-14-00

Suspension with mains supply

Structure material: Steel
Injected aluminium

Structure finish: White
White

CR-0334-N3-00

Suspension with mains supply

Structure material: Steel
Injected aluminium

Structure finish: Grey
Grey

CR-0335-00-00

Ending tool needed after cutting the track

Structure material: Polypropylene
Structure finish: Black

CR-0336-14-00

Steel cable (2 units/ref)

Structure material: Injected aluminium
Structure finish: White
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CR-0336-N3-00

Steel cable (2 units/ref)

Structure material: Injected aluminium
Structure finish: Grey
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