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TRIMIUM S$130

The photograph may not match the reference
exactly. Please read the product description to
identify the finish.

DN-1001-N3-B9

DESCRIPTION

Downlights suitable for recessed installation on ceilings. Body produced in 100% injected
aluminium with a very high purity anodised aluminium reflector in a matt finish. For compact
fluorescent lamps (95° beam) and discharge lamps (with 60° beam). Two models (round or
square) and different finishes (white, grey and brushed aluminium). All units supplied with
high protection glass preventing the infiltration of solid particles and liquids.

TECHNICAL CHARACTERISTICS
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TRIMIUM S130 HIT-TC 70W
nN=57.900 %
H | Emed D
(m) | (lux) (m)

1| 182002 107

2| 45503 24

3 202.24 £V

4 113.76 409

Download photometric file .Idt /.ies

Type: Downlight

IP Protection degrees: P54

Lampholder: 1xG8.5

Power (W): G8.570

Angle Optiques: 60°

Voltage / Frequency: 88V (HIT)
Warranty (Years): 2

Units per box: 24

Net Weight (Kg): 0.49

EAN: 8435111058213,00
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MATERIALS / FINISHES

Structure material: Injected aluminium Diffuser material: Tempered glass

Structure finish:  Baked-on grey paint Diffuser finish:  Tinted

GEAR

Necessary equipment not included. For more information check website / catalogs / sales
organization.

Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the

features of the product.

Please consult the sales team to clarify any doubt.

(+34) 973 468 100
leds-c4@leds-c4.com
www.leds-c4.com


http://www.leds-c4.com/fm/DN-1001-N3-B9.html
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LEDSC4 DN-1001-14-B9 TRIMIUM S130 / Hoja de datos de luminarias

Emisién de luz 1:

105° 10!
90° 9
75° 7!
60° 200 6
300
450 4
400
500
30° 15° 0° 15° 3
cd/kim n=58¢
——C0-C180 ——C90-C270
Clasificacion luminarias segun CIE: 100 Emisién de luz 1:
Cadigo CIE Flux: 71 92 99 100 58
liaht modelo Trimi fabricad fundicion de alumini Valoracion de deslumt iento segiin UGR
D(;Iwnlg mo (?o Tr[mlum(?lBg al r[cado en Iun icion de aume”nIO cdon e T T o T o T T oo T o T T =
reflectores en aluminio anodizado satinado. Incluye marco embellecedor |52~ = o T30 T 5 T 30 T 35 50 3 T % 3 x
redondo y cristal. ) ) o Suelo 20 | 20 | 20 | 20 | 20 | 20 | 20 | 20 | 20 |
Grado de protecmon IP54 y aislamiento en clase I. Tamafio del local Mirado_en perpendicular Mirado [ongituginalmente
Preparado para lamparas de halogenuro HIT-TC de 70W, con x ¥ al eje de lampara al eje de lampara
portalamparas G8.5 2H 2H| 248 258 251 260 262 | 248 258 251 260 26
] h -~ 3H| 252 261 255 263 266 | 252 261 255 263 26,
Precisa de equipo electronico. ) 4H | 253 261 256 264 267 | 253 261 256 264 26,
Dimensiones 176H x @130. mm . @115 para empotramiento. 6H| 253 261 256 264 267 | 253 261 256 264 26
ibili 8H| 253 260 256 263 266 | 253 260 256 263 26,
Zg?:]kghdaarg (c:jﬁaTC&g?goz 32 illﬁ;rl:liflj:izéﬁe%neral tiendas, oficinas PRI 2530260 26263 266 | B3 260 56 %6326
p q P g ’ ' 4H 2H| 250 258 253 261 263 | 250 258 253 261 26,
despachos, hoteles... 3H| 255 262 258 265 268 | 255 262 258 265 26

4H | 256 262 260 266 269 | 256 262 260 266  26.
6H| 257 262 261 266 270 | 257 262 261 266 27.
8H| 257 262 261 266 270 | 257 262 261 266 27.
12H | 257 261 261 265 269 | 257 261 26.1 26.5 26,

8H 4H | 256  26.1 26.1 265 269 | 256  26.1 26.1 26.5 26,
6H | 258 261 262 266 27.0 | 258 26.1 262 266  27.
8H| 258 261 262 265 27.0 | 258 26.1 262 265  27.

12H | 258 26.0 262 265 27.0 | 258 26.0 262 265 27
12H 4H [ 256 26.0 26.1 264 269 | 256 260 26.1 264 26,
6H | 257 261 262 265 27.0 | 257 261 262 265 27.
8H| 257 260 262 265 270 | 257 260 262 265 27.

Variacién de la posicion del espectador para separaciones S entre luminarias

S=1.0H +09 / -1.3 +0.9 / -1.3

S=15H +1.9 / 2.2 +1.9 / -2.2

S=2.0H +34 / -3.0 +3.4 / -3.0
Tabla estandar BKO02 BKO02
Sumando de 6.1 6.1

correccién
fndice de deslumbramiento corregido en relacién a 6500im Flujo luminoso total

Pagin:

DIALux 4.7 Output Pagina 1 de 8



F A LEDS L DN_1001

Bl ARCHITECTURAL

GLASS, FROSTED
IN THE CENTRE /
VIDRIO MATIZADO
EN EL CENTRO
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25750 Tora-Lleida-SPAIN
Telf.34 973 46 81 00
Fax.34 973 46 &1 06
www.leds-c4.com

e-mall: leds-c4 @leds-c4.com
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REF. kL LAMP SOCKET
DN-1000-N3-B9 | @115 | TC-TEL max. 26W 6X24q-3 | \F/ [pss
DN-1000-14-B9 | @115 | TC-TEL max.26W | 6X24q-3 | \F/
DN-1000-60-B9 | @115 | TC-TEL max. 26W 6X24q-3 V
DN-1000-52-B9| @115 | TC-TEL max. 26W GX24q-3 V P54
DN-1006-N3-B9 | @115 | TC-TELmax.26W | 6x24¢-3 | \F/
DN-1006-14-B9 | @115 | TC-TELmax.26W | 6X24¢-3 | \F/ [ess
DN-1006-60-B9 | @115 | TC-TELmax.26W | 6X24q-3 | \F/
DN-1006-S2-B9 | @115 | TC-TELmax.26W | 6X24¢-3 | \F/
DN-1001-N3-B9 | @115 | HIT-TC max. 70W 685 W [Po4
DN-1001-14-B9 | @115 | HIT-TC max. 70W 685 | K
DN-1001-60-B9 | @115 | HIT-TC max. 70W 68.5 W
DN-1001-52-B9 | @115 | HIT-TC max. 70W 685 | F fpss
DN-1007-N3-B9 | @115 | HIT-TC max. 70W 685 i
DN-1007-14-B9 | @115 |HIT-TC max. 70W 685 W psa
DN-1007-60-B9 | @115 | HIT-TC max. 70W 685 W psd
DN-1007-S2-B9 | @115 | HIT-TC max. 70W 685 W
DN-1002-N3-B9 | @115 | QT-TCmax. 60W 85 W
DN-1002-14-B9 | @115 | QT-TCmax. 60W 685 N4
DN-1002-60-B9 | @115 | QT-TC max. 60W 685 N4
DN-1002-52-B9 | @115 | QT-TCmax. 60W 685 N4
DN-1008-N3-B9 | @115 QT-TC max. 60W 685 W
DN-1008-14-B9 | @115 QT-TC max. 60W 685 W
DN-1008-60-B9 | @115 QT-TC max. 60W G685 W
DN-1008-52-B9 | @115 QT-TC max. 60W 685 W

HIT-TC
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