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IN CAMALEON
DN-1301-14-00Design by Estudi Ribaudí

The photograph may not match the reference
exactly. Please read the product description to
identify the finish.

Download photometric file .ldt /.ies

DESCRIPTION

Multifunction flush mounted wall lights with injected aluminium body. Available in different
versions for halogen lamps, discharge lamps, compact fluorescent lamps (ballast included)
and LED lamps. Finished in matt white or anodised silver. For the matt white option the unit
may be completely flush fitted into the architecture with the use of thermoplastic paint. The
two asymmetric models allow the lamp to be tilted up to an angle of 60° on the vertical axis
and its double lower chassis allows the light to be focused up to an angle of up to 355°
horizontally.

TECHNICAL CHARACTERISTICS

Type: Downlight

IP Protection degrees: IP23

Lampholder: 2 x GX24q3

Power (W): GX24q3 26/32

Voltage / Frequency: 230V/50-60Hz

Warranty (Years): 2

Units per box: 1

Net Weight (Kg): 1.47

EAN: 8435111059609,00

MATERIALS / FINISHES

Structure material: Injected aluminium

Structure finish: Epoxy finish

GEAR

Gear included: Yes, electronic

http://www.leds-c4.com/fm/DN-1301-14-00.html


Leds-c4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the
features of the product.
Please consult the sales team to clarify any doubt.

(+34) 973 468 100
leds-c4@leds-c4.com

www.leds-c4.com

 OPTIONAL ACCESORIES
ACT-9061-00-00

Low luminance cross louvre

Structure material: Anodized aluminium



Luminaria Ensayo Lámpara
Código DN-1301-14-00 Código DN-1301-14-00 Código PLT32844P
Nombre Downlight 2x32W GX24q-3 NombreDownlight 2x32W GX24q-3 Número 2
Familia - LEDS-C4 Fecha 07-12-2008 Posición UNIVERSAL

Eficiencia  50.01% Sist. de Coorden. C-G Flujo Total 4800.00 lm

Valor Máximo 210.47 cd/klm Posición C=15.00 G=15.00 Bisimétrico
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